CERTIFICATE OF COMPLIANCE

Certificate Number 20131202-E365855
Report Reference  E365855-20131202
Issue Date  2013-December-02

Issued to: AUTOSYS CORP

780-1 BANYEO-DONG HAEUNDAE-GU
BUSAN 612-810 KOREA

This is to certify that PROGRAMMABLE CONTROLLERS
representative samples of See Next Page

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety: ~ Industrial Control Equipment, UL 508,
Process Control Equipment, CAN/CSA C22.2 No. 142-
M1987

Additional Information:  See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Listing Mark for the US and Canada should be considered as
being covered by UL's Listing and Follow-Up Service meeting the appropriate requirements for US
and Canada.

The UL Listing Mark for the US and Canada generally includes: the UL in a circle symbol with “C” and

“US” identifiers: °@“s the word “LISTED”; a control number (may be alphanumeric) assigned by UL;
and the product category name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.

William R. Carney, Director, North American Certification Programs
UL LLC

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please
contact a local UL Customer Service Representative at www.ul.com/contactus
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This is to certify that representative samples of the product as specified on this certificate were tested
according to the current UL requirements.

USL, CNL - Programmable controller, I/O Terminal Unit,
Series AF, followed by S, followed by —H, followed by 20, 40 or 50.

Series AF, followed by L or R, followed by -H, followed by 40 or 50, followed by B or Blank, maybe
followed by -L or Blank, maybe followed by N, P or Blank.

Series AC, followed by S, followed by -20, -40 or -50, followed by L or T.
Model ABS-S01PA-CN, ABS-S01TN-CN, ABS-S01PQ-CN and ABS-S01R6-CN.

Series AB, followed by S, followed by S, followed by 01, followed by PH or R2, followed by Blank, 5 or 6,
followed by C, followed by N.

Series AB, followed by S, followed by -H or -S, followed by 04, 16 or 32, followed by PA or TN, followed
by -C, -N or -P, followed by N.

William R. Carney, Director, North American Certification Programs
UL LLC

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please
contact a local UL Customer Service Representative at www.ul.com/contactus

Page 2 of 2



